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Key Features: 
Military De-humidifier and heating system 

 

CMCA’s TX-300 is a ruggedized, deployable air dehumidifier designed to support 

military equipment in extreme environments. The system utilises a hermetically 

sealed refrigeration pack to promote condensation within the enclosure, removing 

moisture from the environment whilst also providing sensible heating. Available as 

a through air or ducted system the TX-300 is proven to maintain an acceptable 

environment for equipment including containerised systems and vehicles during 

storage and operation in areas of high humidity.  

The TX-300 utilises an intelligent control system to autonomously maintain the 

relative humidity to under 50% whilst providing visual status indication, the 

indication panel can be internally or externally mounted to allow visual situation 

awareness without breaking the environmental seal into the conditioned 

environment.  

The system is highly efficient and highly effective in extracting moisture from the 

environment, critical when employed to support electronic assets in humid 

environments and during storage.  

TX-300  

Air-Conditioning & Cooling 

Solutions 

 

Options: 

 Rugged design for military 

applications 

 Internally (through air) or 

externally (ducted) mounting 

 Hermetically sealed for leak free 

reliability 

 Close set point control 

 Quiet operation 

 Deployable via land, sea or air 

 Proven to operate in harsh 

environments 

 Intrinsically safe operation 

 Autonomous operation 

 Elevated mounted plate 

 800W electrical heating 

 



 CMCA reserve the right to amend the Technical Specification as part of our continuous improvement development programme. CMCA is a 

registered trademark of the CMCA Group of Companies. CMCA retain ownership of all intellectual property and copyright 2017. 

 Technical Specification TX-300  

Air-Conditioning & Cooling 

Solutions 

Width: 

Length: 

Height: 

320mm 

750mm 

325mm 

Weight: 30kg 

Cooling 

Capacity: 
800W Latent 

Heating 

Capacity: 
800W Optional 

Evaporator 

Airflow: 
200m³/hr 

Operating 

Conditions: 
-20°C to +55°C 

Power Supply: 
110V, 1 Phase, 50Hz 

230V, 1 Phase, 50Hz 

Refrigerant: R134a 

 

Contact 

CMCA, Beechburn Industrial Estate, 

Prospect Road, Crook, County Durham, 

United Kingdom, DL15 8JL,                    

+44 1388 764 985, info@cmca.ltd.uk, 

www.cmca.ltd.uk 


